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gegtion 1 -- PRODUCT ANMD COMPANY IDENTIFICATION
PRODUCT NUMBER HMIZ CODES
Health 2
5555 Flammability 0
Reactivity a
PRODUCT NAME
MINWAX* POLYCRYLIC* Gloss Protective Finish, Clear
MANUFACTURER' S NAME EMERGENCY TELEPHONE NO.
MINWAX Company (218) SE&6-2917
10 Mountainview Road
Upper Zaddle Hiver, NJ 07458
DATE OF PREPARATION INFORMATION TELEFHCNE NO.
16-MAY-03 (go0) 523-9298
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Sectipn 2 =-=- COMPOSITION/INFORMATION ON INGREDIENTS
% by WT CAS No. INGREDIENT UNITS VAPOR PRESSURE
1 34590-94-8 Z-Methoxymethylethoxypropancl
ACGTH TLV 100 ppm {akin) 0.4 mm
ACGTH TLV 150 ppm (skin) STEL

QSHA PEL 100 ppm (skin}
OSHA  BEL 150 ppm (skin) STEL

2 29911-28-2 1-(2-Buroxymethylethoxy)-propansl
ACGIE TLV Not Available D.06 mm
OSHA PEL Not Available

4 5131-66-8 Butexypropanol
ACGIH TLV Not Available 0.6 mm
OSHA PEL Not Available

3 107-21-1 Ethylene CGlycol
ACGIH TLV 50 ppm CEILING 0.12 mm
OSHA PEL 50 ppt CEILING

1 9014-B5-1 Decylpoly{ethyleneoxy)ethanol

ACGIH TLV Neot Available
OSHMA PEL Not Available

2 B72-50-4 1-Methyl-2-Pyrrolidone
ACGIE TLV Mot Available 1 mm
D8HA DPEL Norv Available
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Eention 3 -- HAZARDS IDENTIFICATION
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ROUTES OF EXPOSURE

Exposure may be by INHALATION and/eor SKIN or EYE contact, depending on
conditiens of use. To minimize exposure, follow recommendations for proper
use, ventilaticn, and personal protective eguipment.
EFFECTS OF OVEREXFOSURE

Irritation of eyes, skin and upper respiratory system.

In a confined area vapors in high concentration may cause headache,
nausea or dizziness.

Continued on page 2
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SIGNS AND SYMPTOMS OF OVEREXPOSURE

Redness and itching or burning sensation may indicate eye or execessive
skin exposure.
MEDICAL CONDITIONS AGGSRAVATED BY EXPOSURE

None generally recognized.
CANCER INFORMATION

For complete digcussion of toxicology data refer to Section 11.

fegrion 4 -- FIRST ATD MEASURES

Iif INHALED: If affected, remove from sxposure. Restore bhreathing.
Keep warm and quiet.

If on SKIN: Wash affected area theroughly with soap and water.
Remove contaminated clething and launder before re-usge.

If in EYES: Flush eyes with large amounts of water for 15 winutes,

et medical attention.
If SWALLOWED: Do not induce vomiting.
Get medical attention immediately.

Section 5 -~ FIRE FIGHTING MEASURES
FLASH PQINT LEL UEL

=200 F PMCC N.A. N.A.
FLAMMARILITY CLASSIFICATION

Net Applicable
EXTINGUISHING MEDIA

Carbon Dioxide, Dry Chemical, Alcchol Foam
UNUSUAL FIRE AND EXPLQSION HAZARES

Closed ¢ontainers may explode (due to the build-up of pressure} when
exposed to extreme heat.

During emsrgency conditions overexposure to decomposition products may
cause = health hazard. Symptoms may not be immediately apparent. Obtaln
medical attenticn.

SPECIAL FIRE FIGHTING PROCEDURES

Full provective eguipment including self-contained breathing apparatus
should be used,.

Water spray may be ineffective. If water iz used, fog nozzles are
preferakble. wWater may be used to cool clesed containers to prevent
pressure build-up and pessible autoignition or explosion when exposed to
extrems heat.

Zgection 6 -- ACCIDENTAL RELEASE MEASURES

STEPS TQ BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLEDR
Remove all sources of ignitien. Ventilate the area.
Remove with inert abeorkent.

STORAGE CATEGORY
DOL Storagse Claszs IIIB

Continued on page 3



PRECAUTIONZ TO BE TAKEN IN HANDLING AND STQRAGE

Keep container elozed when not in use. Tranafer only te approved
conrainers with gomplete and appropriate labeling. Do not take internally.
Keap out of the reach of children.

Section 8 =-=- EXFOSURE CONTROLS/PERSONAL PROTECTION
PRECAUTIONS TC BE TA¥EN IN USE

TUse cnly with adequare ventilation.

Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.

Wash hands after using.

Thiz cocating may contain materials classified as nuisance particulates
(listed "ag Dusc" in Section 2) which may be present at hazardous levels
only during sanding or abrading of the dried film. If no specific dusts
are listed in Section 2, the applicable limits for nuisance duste ars ACGIH
TLV 10 mg/m3 (totsl dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3
{total dust), 5 mg/m3d (respirable fracticon).

removal of old paint by sanding, scraping or other means may generate
dust or fumes that contain lead. ZExposure tTo lead dust or fumes may cause
brain damage or other adverse health effects, especially in children oz
pregnant women. Conctrolling exposure te lead or other hazardous substances
requires the use of proper protective agquipment, such as a properly fitrted
respirator (NIOSH approved) and proper containment and clsanup. For mora
information, call the Mational Lead Information Center at 1-500-424-LEAD
{in US) ar contact your loeal healrh authority.

VENTILATION

Loocal exhaust preferable. General exhaust acceptable if the exposure to
materials in Section 2 is maintained below applicable exposure limits.
Fefer te OSHA Standaxds 1810.54, 1210.107, 19210.108.

RESPIRATORY PROQTECTION

If persconal exposure canneb be controlled below applicahle limits by
ventilatien, wear a properly fitted organie vapor/particulate respirator
approved by NIOSH/MSHA for protection against matezials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator
approved by NIOSH/MSHA for dust which may be generated from this preoduet,
underlying paint, or the abrasive.

PROTECTIVE GLOVES

Wear gleves which are recommended by glove supplier for protection

against materials in Sectieon 2.
EYE PROTECTICN
Wear safety spectacles with unperforared sideshields.

Continued on page 4
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Section 9 -- PHYSICAL AND CHEMICAL BROFERTIES

PRODUCT WEIGHT B.51 1lb/gal 1020 g/l

SPECIFIC GRAVITY 1.02

BOILING POINT 212 - 449 F 100 - 231 C

MELTING BPOINT Not Available

VOLATILE VOLTUME 71 %

EVAPORATION RATE B8lower than ether

VAPOR DENSITY Heavier chan air

SOLURILITY IN WATER N_A.

VOLATILE ORGANIC COMPOQUNDS (VOC Theoratical)
2.52 1b/gal 302 g/1 Less Water and Federally Exempt Solvents
1.05 1b/gal 12 g/1 Emitted VOC
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Segtion 10 -- STABILITY AND REACTIVITY
STABILITY =-=- Stable
CONDITIONE TQ AVQID
None known.
INCOMPATIBILITY
None known.
HAZARDOUS DECOMPOZITION PRODUCTS
By flre: Carbon Dioxide, Carbeon Monoxide
HAZARDOUS POLYMERIZATION
Will not ocour

Saotion 11 -- TOXICOLOGICAL INFORMATION

CHREONIC HEALTH HAZARDS

Na ingredient in this preduct is an IARC, NTP or OSHA listed carcinogen.

Ethylene Glycol is considered an animal reratogen. It has heen shown to
cavge birth defects in rats and mice at high deses when given in drinking
water or by gavage. There is neo evidence to indieate it causes birth
defeccs in humans.

Prolenged coverexposure to solvent ingredients in Sectlon 2 may cause
adverge effects to the liver and urinary systemsa.

TOXICQLOGY DATA

Continued on page §
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CAS No Ingrediant Name
34590-94-8 2-Methoxymethylethexypropanol
LCkO0 RAT 4HR Not Available
LD50  RAT 5135 mo/ kg
29911-28=-2 1- (2-Butoxymethyletrhoxy) -propancl
LCS0 RAT 4HUR Not Available
LDEO RAT Not Available
5131-866-8 Butawyprapanol
LCs0 RAT 4HR Not Available
L.IGO RAT 1500 mg/kg
107-21-1 Ecthylene Glycol
LC50 RAT 4HR Not Available
LDEO RAT 4700 mg/kg
9014-85-1 Decylpoly (ethyleneoxy) ethancl
LC5Q RAT 4HR Not Avallable
L.D50 RAT Not Aveilable
B72-50-4 1-Methyl-2-Pyrrelidone
LC50 RAT 4HR Not Available
LD50  RAT 4200 mg/kg
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Seetlion 12 -- ECOLOGICAL TNFORMATION
ECOTOXTICOLOGICAL INFORMATION
No data available.

Seccion 13 -- DISPQRAL CONSIDERATIONS
WASTE DISFOSAL METHOD

Waste from this product is mot hazardeus as defined under the Resource
Conservation and Recovery Act (RCRA) 40 CFR 261.

Ipeinerate in appreved facility. Do not incinerate closed container.
Dispose of in accordance with Federal, State/Provincial, and Local
regulations regarding pollution.
mE==—=======—=—dEEESS=S=S===================csS o dEfleREmOSSSSSSsSsSsSsSs=sSs=sSs=s===sdUDERT

Secticn 14 -- TRANSEORT INFORMATION

SARA 313 {40 CFR 372.65C) SUPPLIER NOQTIFICATION

CaS No. CHEMICAL/ COMPOLIND % by WI' % Element
107-21-1 Ethylene Glyeol 3
872-50=4 1-Methyl-2-Pyrrolidone 2

CALIFORNYZ PROPQSITION 65
WARNING: This product contains chemicals known to the State of
falifornia te cause cancer and birth defects or other reproductive harm.

Continued on page &



TS5CA CERTIFICATION
All chemicals in this product are listed, or are exempt from listing,
on the TSCA Inventory.

Section 16 -- OTHER INFORMATION
This produet hag been ¢lassified in accordance with the hazard criceria
of the CPR and the MSDE contains all of the information required by the
CER.

The above informarion pertains to this preoduct as currently formulated,
and is baged on the informaticn availlable at this cime. Addition of
reducers or other additives te this product may subscantially alter the
composition and hazards of the product. 8ince conditions of uze are
outzide our control, we make no warranties, express or implied, and assume
no liability in connection with any use of this ilnformaclon.



